The World of Labeling -
A Perfect System

Labeling systems

Manual
labeling

CCL Design

Stuttgart GmbH

N a
easy way

Carl-Benz-Strasse 4
71154 Nufringen
Phone : +49 7032 9561 - O
{ Fax: +49 7032 9561 - 271
eMail:  STUinfo@cclind.com




Liner width

For Beginners

B Economical label dispenser
B Suitable for simple labels

B The labels can be easily remove manually

Technical data Lupino HS-100-200

15mm to 100mm

Label length

20mm to max. 300mm

Dispensing speed

According to label length in machine direction
up to 6 m/min

Label roll

Up to max. 180 mm / inside- or outside winding

Roll core

38 mm to 76 mm [1.5” to 3“]

Power supply

230 V AC, 50 Hz - 60 Hz

Power engine

30W

Counter

no label counter

Label scanning

Photo sensor [not practical for clear labels]

Dimensions

185mm x 250mm x 167mm (width x length x height)

Weight

3,2kg

For Experts

B Small and compact design

B Handle also difficult label shapes

B Be modified for semi-automatic
product labeling

Technical data Lupino HS-120

Liner width

15mm to 116mm

Label length

min. 10mm to max. 1000mm

Dispensing speed

According to label length in machine direction
up to 4 m/min

Label roll

Up to max. 260mm

Roll core

40mm to 102mm [1” to 4]

Power supply

10V AC - 240 V AC, 50 Hz - 60 Hz

Power engine

72W

Counter

4-digit, reset with special key

Label scanning

Photo sensor [not practical for clear labels]

Optional: Micro switch [for clear labels]

Dimensions

200mm x 400mm x 370mm (width x length x height)

Weight

7,8kg

Technical modifications and print errors are subject to changes.




