LABELING SYSTEMS

Semi automatic dispenser PRO

For sophisticated label dispensing

Semi automatic label dispenser

Lupino HS-120 - Basic version Lupino HS-120-LS/KS - Special version
Modularly expandable for
automatic application

Label length 10-150 mm 10-150 mm
Roll core 25/ 40 /76 mm 76 mm
Label roll 200 mm 260 mm
Liner width 15-116 mm 15-116 mm
Main features » Constant dispensing speed - Constant dispensing speed
« Optical labelsensor « Optical labelsensor
« Processing of non-transparent also small labels for | « Handling of non-transparent, small labels and
manual removal large label rolls for manual or automatic removal
« Dispensing start options: - Additional dispensing tongue for easy removal
. Start button and processing of complex labels by hand or via

an automatic handling unit
» By pulling the label 9

- External start entrance . Adjgstable .tape teﬁsion on dispensing reed for
optimum dispensing
« Dispensing start options:
« Start button
« By pulling the label

« External start entrance

Options « Capacitive label sensor for processing transpa- « Capacitive label sensor for processing transpa-
rent and non-transparent labels rent and non-transparent labels
» Counter with reset button - Counter with reset button
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LABELING SYSTEMS

Semi automatic dispenser ECO

For simple label dispensing

Semi automatic label dispenser
Lupino HS-100-01-L Lupino HS-100-IL/IM/LZ Lupino HS-200-IL/IM/LZ

Label length 20-150 mm 20-150 mm
Roll core 25/ 40 /76 mm 40 /76 mm
Label roll 150 mm 300 mm
Liner width 15-100 mm 15-100 mm 15-200 mm
Main features » No constant dispensing « Optical labelsensor
speed (faster when roll beco- « Handling of simple non-transparent labels and large
mes smaller) label roll for manual removal
» Optical labelsensor « No constant dispensing speed
« Handling of simple non- (faster when roll size decreases)
transparent labels for manual - Handling of simple labels

removal . . .
- Dispensing start options:

« Start button
« Bby pulling the label

» Dispensing start options:
« Start button
« Bby pulling the label
« Compact design

Options « Mechanical labelsensor for application of
transparent and non-transparent labels

- Counter
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