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Dear customers and partners,

Even though the economy has not made it 
completely through the recent crisis yet, a light 
at the end of the tunnel is definitely visible.  
However, with that new challenges arise and 
many businesses are insufficiently prepared 
for those. As a result of the decline in demand, 
inventories have been reduced to their abso-
lute minimums.  Once orders increase, this will 
translate into longer lead times for many sup-
pliers. Given that this development was immi-
nent, Wölco worked with their suppliers early 
on to make special agreements to safeguard 
dependable availability and guarantee to our 
customers that the quality they have come to 
expect is always at their disposal. 
As previously reported, we have also restruc-
tured our in-house processes to align them 
with the new requirements and we are happy 
to announce that this process has been com-
pleted.  We are now looking forward to the 
ever-changing economic conditions as an 
even stronger company. The innovations we 
have launched in the segment of functional 
identification have also attracted the attention 
of new markets that appreciate our experi-
ence and quality in the automotive business. 
In partnership with our solar technology and 
pharmaceutical industry customers, we will 
develop customized solutions, optimize proce-
dures and guarantee even more cost-effective 
processes. After all, hardly any business seg-
ment can work without identification solutions 
in today’s world and complete traceability is 
a critical factor ensuring that work processes 
are secure and meet the most state-of-the-art 
quality standards.
To accommodate all of these requirements, 
we offer integral services from development 
to sample creation to finished product. Eve-
rything we do is driven by our 3x3 motto 
– everything from a single source and backed 
by almost 50 years of experience.

Dieter Wölfle

Chairman and CEO

This type of identification ensures excel-
lent handling, high levels of safety and 
meets a wide variety of needs. These 
products are resistant to heat, cold, 
brine, acid, moisture, solvents and UV 
radiation while guaranteeing complete 
traceability. Our products also factor in 
specific functional features such as non-
transferable or self-destructive labels as 
well as labels or die-cut components 
made of different composite materials, 
e.g. paper and film labels. The adhe-
sive plays a critical role in combination 
with the correct base material when 
developing individual solutions. Wölco 
possesses the essential know-how to 
choose the ideal combination for the 

final application. Wölco relies on timely 
identification solutions, which also allow 
the utilization of proven standardized 
processes to warrant cost-effective pro-
cessing. From functional die-cut com-
ponents to identification labeling with 
conductive adhesives, Wölco offers an 
increasing array of roll materials that 
can be imprinted automatically as well 
as individually. We also offer products 
using a variety of adhesives for auto-
matic applications for logistics purpo-
ses, e.g. to the ceramic component of a  
spark plug.  That and product identifica-
tion without the use of adhesives are all 
solutions that were developed in-house 
in partnership with our customers.

Labels   multi-talents creating new functions

Solutions for every application
Labels are constantly evolving: They provide perfect solutions for any application, es-
pecially in technical environments, in forgery prevention as well as in product protection, 
merchandise identification and in logistics. Wölco has long made the transition from a 
mere label manufacturer to a producer of multi-functional, self-adhesive functional die-
cut labeling products that are components of a complex integral solution.
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INTERVIEW

“Mr. Dobler, you have been a Sales Manager for many years and 
have been with Wölco for almost one year. How have you settled 
in at Wölco?“ 

Thomas Dobler > The first 12 months at Wölco were ve-
ry diversified. The friendly reception and the good work 
climate were impressive. Already from the very beginning 
I was given the opportunity to shape and design my work 
environment and responsibilities! There are short, efficient 
chains of communication, a management which is at home 
in the market and understands the language of  customers 
as well as the employees. My task as Wölco Sales Manager 
is challenging and complex but is one that  I enjoy. Espe-
cially considering the economic downturns over the last 
two years, it has become even more important to direct 
our focus on our existing customers in the automotive and 
telecommunications industries.  Additionally, new business 
branches such as laboratory and medical technologies,  re-
newable resources,  hybrid and battery technologies offer 
numerous potential customers with whom we have already 
established contacts.

What are your goals for the near future?” 

Thomas Dobler > My next tasks and objectives are the 
further development and expansion of our relationships with 
our potential and existing customers. Furthermore, it is my 
goal to achieve better presence in the market for all of our 
innovative and intelligent product solutions. The benefits 
of Wölco as a TS-certified solutions provider, which also 
operates its own special systems engineering group and 
a broad assortment of identification and tracking solutions 
for commercial users in all industries, have to be commu-
nicated with even more zeal.  And I want to help drive the 
expansion and growth of our young yet successful sales and 
production branches in the United States and China. 

Thomas Dobler has been working for Wölco in the position 
of Sales Manager since February 1, 2009. The 43-year-old 
father of 3 previously worked for 3M for 13 years, where he 
held numerous positions in sales and marketing. He subse-
quently completed a 5-year assignment with Marabuwerke 
as Sales Manager followed by 2 years Gottlieb Binder in 
Holzgerlingen, where he grew the sales organization. He 
has a keen interest in globetrotting, i.e. exploring other coun-
tries and cultures, especially Asia and Italy. In his leisure 
time, he likes to read, ride his bicycle and go jogging.

Acquire new customers and strengthen existing relationships

365 days in the office

With a new investment, Wölco AG has 
once again optimized its cooperation 
with its customers. The additional ser-
vice enables us to create samples that 
comply with customer requests. Thanks 
to this system, Wölco can now develop 
die-cut and design patterns in-house in 
the shortest possible time. Depending 
on the specifications, a variety of ma-
terials can be processed. Wölco can 
create prototype samples up to a width 

Expansion of our services

The label as a prototype  
of 400 mm. Once the process is com-
plete, the cut material is made available 
to the customer on a sheet for adhesion 
tests. If the designs are highly compli-
cated, CAD data has to be delivered in 
order to minimize the complexities of 
comprehensive new compilations. The 
samples are produced and presented 
based on customer specifications and 
there is no need to cut them out manu-
ally. Additional expenses for expensive 

tools are no longer incurred while the 
processes are optimized. Simply ask 
for the samples you need!

 „I WANT  

TO ESTABLISH 

WÖLCO AT  

THE TOP OF 

THE LIST“    

“In other words, your plate is quite full already. Do you have any 
other plans?

Thomas Dobler > In the medium and long term, I would like 
to establish Wölco as a leader in the production of product 
identification and systems technology solutions in the triad 
(Europe, Asia and United States). I want to further boost 
the number of satisfied customers and partners we service 
in the market. To achieve this,  I can offer multi-year distri-
bution experiences in a variety of markets, a great sense 
of commitment and eagerness to perform, as well as an 
openness to new ideas, proposals and suggestions made 
by our customers. As we work towards the achievement 
of all of these goals, I can count on a team of first-class 
and highly competent colleagues, who are at the disposal 
of our customers as professional contacts. They are highly 
motivated and eager to help. 



easily removed when needed leaving  
a clean area ready for the next label. 
Previous solutions required a lot of 
effort in order to remove the labels or 
labels became illegible over time. The 
new solution provides an identification 
system that allows placement in the 
same spot on the multi-use containers 
to guarantee a clean presentation and 
identification.

for the manufacturer of the adhesive 
material and the material to be listed, 
but also the downstream processor. 
The CSA approval is referred to as a 
certification. Products that have CSA 
approvals are therefore certified pro-
ducts. Certified products must bear 
the CSA certification mark.

CSA approval is required in the Canadian market

Labels for indoor and outdoor applications 

Goods imported into Canada or made 
in Canada are tested in regards to  
usage safety, performance capabi-
lities and quality. The CSA appro-
val process has even closer ties to 
government agencies than the UL 
approval process in the United Sta-
tes, so that electrical products that 
do not have CSA approval cannot be 
sold in Canada. Products that do not 
have CSA approval but are sold in 
Canada illegally are subject to sub-
stantial fines. An important part of 
the inspection is that all parts of the 
component are reviewed, including 
the rating and type labels. Wölco 
has made considerable investments 
to ensure that its labels are properly 

listed in compliance with CSA spe-
cification  C22.2 NO. 015-M 995 as 
application components under cate-
gory ‘Self-adhesive Labels‘ and that 
only these kinds of labels are used in 
Canada. The testing procedure calls 
for various tests of the adhesive force 
of film/label, the friction resistance of 
the imprints and the level of solvent 
resistance, etc. Some unpleasant sur-
prises have surfaced in the past during 
customer inspections with non-CSA 
compliant competitor products. One 
important fact to take into account 
is that all participants in the supply 
chain and their products to be used in 
the Canadian market must be CSA lis-
ted. This means that it is not enough 

Any electrical products marketed in Canada require CSA approval. The organization 
has its roots in a non-government organization, which was established in 1919 
and along with the original purpose of ensuring industrial standardization now also  
handles safety inspections for products of all kinds.

INNOVATIVE PRODUCTS
  

Idendification that‘s clearly arranged without leaving residue

Placeholder for labels 

The objective was to create a solution 
that allows for multiple applications of 
an ID label in addition to residue-free 
removal in order to apply the next ID 
label. We used a special coating on 
the adhesive film, which serves as 
the placeholder that will initially be 
applied to the transportation contai-
ner. Then ID labels can be applied on 
top of the placeholder which can be 

Wölco developed a clean and convenient labeling system last year which enables 
users to apply temporary identification to transportation containers.

 Visit us 
 

IZB 
in Wolfsburg
from the 6.-8.October 2010 on the Inter-

national Suppliers Fair - IZB in Wolfsburg, 

the platform for automotive competence.

Aproved for indoor and outdoor applications
under CSA-File No. 59424

Material white

Material 3105 2008 
Material 3105 2008 with overlaminate 3003 2005

Material 2105 1900 
Material 2105 1900 with overlaminate 3003 2005

Material silver

Material 3205 2008 
Material 3205 2008 with overlaminate 3003 2005

Material 2205 1900 
Material 2205 1900 with overlaminate 3003 2005

The certifications can be researched and reviewed on 
the Internet at http://www.csa-international.org under 
section „Certified Product Listings“



years ago for use in hotels and facilities 
that handle a large amount of laundry. 
Woelco Labeling Solutions selected a 
foam material for the carrier medium, 
which has a  permanent self-adhesive 
acrylic glue with extreme bonding po-
wer on both sides. The adhesive was 
specifically developed for the require-
ments of household appliances.

  
The carrier medium is composed of a 
double-sided adhesive foam material 
on a roll. The user instructions are 

imprinted on the paper that covers 
the adhesive side, which also features 
a tear-off tab. The dryer bar itself is 
located in a plastic housing, which is 
adhered into the dryer drum by means 
of the double-sided adhesive foam. 
Depending on the size of the bar it 
adds a fresh scent to the laundry in the 
dryer for 2 or 4 months. Once the bar 
has been used up, it can be replaced 
with a new one, while the carrier me-
dium remains in the dryer. This type of 
laundry enhancement was developed 

Wölco developed a functional die-cut adhesive component for an American consumer 
products manufacturer for use as a medium for the adhesion of a fresh scent dryer bar.

Lasting quality on a very high level

226 days without a claim 
During the recent ISO/TS16949 surveillance audit at Woelco Labeling Solutions 
(WLS), the external auditor commented that 226 days had passed since the last  
customer complaint.

To date, no one had actually reali-
zed that this is a huge achievement 
and that it is also a testament of the 
quality performance attained by the 
enterprise. Although we did produce 
more labels in 2009 than we had ma-
nufactured in 2008, and the potential 
for errors was therefore higher, we 
did achieve this outstanding result 
because of the excellent quality of 
the work performed. To determine 
how we were able to produce this 
magnificent result, we asked our staff 
for feedback. The responses were 

overwhelming – the entire WLS team 
participated. This is all the more en-
couraging, especially since the indivi-
dual assessments demonstrated the 
definitive team spirit and mutual un-
derstanding of “how we do our jobs.” 
The results of the survey can be alloca-
ted to three different success factors: 

1. The personal attitude of every staff member

2. The work environment and infrastructure

3. Awareness of customer requirements

This successful combination of emp-
loyees who take care of each other, 
the product and their customers with 
a motivating work environment and a 
certified quality system –  is the key 
to our success. It shows that trans-
parency and structured procedures 
do significantly improve all processes. 
The entire team celebrated this achie-
vement with a small party. 
GO TEAM!

Consumer label for dryers delivers a lasting fresh scent

Double-sided adhesive foam material 

After the re-certification audits in 2006 
and 2009 had been completed success-
fully, the aim in 2010 was to once again 
prove the effectiveness of the entire 
quality management system. The audi-
tors, who had been commissioned by 
the independent certification companies 
DQS (Deutsche Gesellschaft zur Zertifi-
zierung von Managementsystemen) and 
LRQA (Lloyds Register Quality Assu-
rance) performed audits in Ehningen 
for three days, in Mooresville (USA) for 
two days and in Changzhou (China) for 

DQS and LRQA confirm TS16949 compliance

Surveillance audit successfully 
concluded
In 2003, Wölco was one of the first product labeling companies to be certified according 
to ISO/TS 16949:2002.
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with a performance of 95% and with 
that an A-classification, the best qua-
lifications for a continuously good and 
successful cooperation with BOSCH 
are guaranteed in China. The jointly 
identified opportunities will drive our 
efforts for continuous improvements, 
ensuring our ability to meet the high 
requirements of our automotive cus-
tomers worldwide. 

measures throughout the entire orga-
nization. The third pillar of our optimi-
zation strategy is the AQM - the auto 
quality matrix, which detects acute 
errors in individual cases and elimina-
tes them. As a result, customer claims 
and internal complaints can be handled 
by teams using expeditious corrective 
action with the aim of eliminating pro-
blems permanently. The main focus 
of the overall improvement process is 
the zero defect goal and to ensure our 
products always meet supreme quality 
standards so that they satisfy the stan-
dards of our customers.

  

An auditor from BOSCH Suzhou 
checked all relevant aspects of the 
complete production process in an 
one-day audit according to concrete 
check lists of BOSCH. This check 
list is based on the specifications of 
the VDA 6.3, VDA being the German 
association of the automotive industry 
(„Verband der Automobilindustrie“). 
The result was extremely positive: 

Customer process audit completed successfully

Processes work perfectly
According to the international standards of our global customer Bosch, a routine process 
audit was performed at our production site in Changzhou (China) in November 2009.

DQS and LRQA confirm TS16949 compliance

Surveillance audit successfully 
concluded
In 2003, Wölco was one of the first product labeling companies to be certified according 
to ISO/TS 16949:2002.

Consequently, Wölco continues on its 
global optimization course. The first 
goal to achieve is the CIP, the conti-
nuous improvement process. Every 
employee or individual departmental 
team will bring ideas and suggestions 
for the optimization of their own work 
processes to the table. Within a short 
period of time, the optimization will be 
directly addressed and implemented 
in each work environment. The next 
module of our Fit For Future is the 
ICM – the improvement and corrective 
measures step, which strives to record 
and implement targeted optimization 

FFF - Fit for future now also in Asia

Optimization course continues
“Fit For Future” -  our new system for continuous improvement, which allows all of our 
employees to make targeted improvement suggestions, has also been implemented 
in China.

two days – evaluating every detail of 
the Wölco quality management system. 
The auditors did not find any deviations 
from the defined standards that would 
have delayed or prevented an extension 
of the certification. The inspectors con-
firmed that Wölco made a very positive 
impression and once again certified 
our operations in Germany, USA and 
China for another year, awarding the 
automotive quality certificate according 
to ISO/TS 16949, as well as the general 
QM standard ISO 9001.
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Thermal transfer printing established itself as a leading process for 

flexible identification and labeling applications in manufacturing, retail 

and logistics back in the mid 1980s. This printing technology is being 

used in fax machines, in cashier systems, in the printing of plastic cards, 

tickets, vouchers and even postage printing systems. Faster printing 

systems that offer ever higher resolutions have been advancing the 

thermal transfer solution and make it an ideal solution for ever more 

applications. Color cartridges were developed simultaneously that 

boast higher sensitivity levels that make them more flexible and fulfill 

the ever more exacting standards of printing image permanence. On the 

one hand, users can now use just a few highly flexible color cartridge 

qualities for a wide range of applications on numerous printers and 

labeling materials. 

The various printing principles
Flat head method

A transfer film is pressed together with the labeling material on the 

heating panel (red). The roller beneath the heating panel generates the 

required counter pressure and transports the material, which is driven 

by an electric motor. The heating panel, which is usually made out of 

a ceramic material and has cast heat points, burns paint particles into 

the labeling material from the film at temperatures of >80°C. The used 

transfer film is spooled back onto a roll, which is driven by a motor. The 

spooled film is consumed and no longer useable. The label now bears 

the generated printed image.

Near edge method

Contrary to the flat head printing head, the near edge printing head is 

positioned at an angle of 20 - 30° to the substrate and the printing head 

is near the edge (NEAR EDGE).

Thermal direct method

All thermal transfer printers also offer thermal direct printing as an 

alternative option. When using this method, no film is required. Instead, 

a temperature sensitive labeling material is used. Printers specifically 

designed for the thermal direct method are also available. These do not 

have the required mechanical spooling mechanics for transfer film and 

can therefore not be used for both methods.

The most important element of the thermal transfer printing solution is the 

thermal print head, which contains a large number of individual heating 

points in a single row, which are called dots. The higher the resolution, 

the more expensive the heating panels and thus the printers will be. 

Resolutions of 200, 300 or 600 dpi are available as industrial standards. 

The higher the resolution, the better the depiction of graphics. At 200dpi, 

printers will have 8 heating elements (pixels) per mm and at 600 dpi 

24 pixels per mm. The color medium is the so-called thermal transfer 

cartridge (TTC). It is actually comparable in some ways to the ribbons 

of a typewriter, with the exception that a thermal transfer printer does 

not apply the ink mechanically, but thermally. As the individual dots on 

the thermal print head are heated up, the ink is melted on the TTC and 

sticks to the label. While the thermal print head does not move, the label 

material and the thermal transfer cartridge simultaneously pass by under 

the thermal print head, which applies a certain amount of pressure to the 

thermal transfer film. 

Principally, one distinguishes between three qualities  
of transfer film:
The wax quality has little scratch and smear resistance and is suitable 

only for inferior applications, such as price labels and short used labels. 

One of the typical characteristics of wax qualities is that they are 

usually only suitable for paper. They also produce acceptable wiping 

resistance and clear imprints on turned barcodes. They are suitable for 

all applications that call for good printing quality that has to last only a 

short time, for instance address and shipping labels. Consequently, they 

are very popular with supermarkets and retail stores.  

Thanks to its medium scratch and smear resistance, the wax/resin 

quality is suitable for most applications and usually delivers good 

printing quality on most materials. Typically, the wax/resin quality is 

suitable for use on paper, coated materials and film. It produces good 

wiping resistance and clear imprints of turned barcodes. It also boasts 

heat resistance of up to 100°C. It is perfect for all applications that call 

for good printing qualities and medium term durability, e.g. for product 

identification, price labels and light, water and heat resistant labels.

Because of its high scratch and smear resistance, the resin quality is 

used in combination with film for sophisticated labels that have to meet 

exacting standards, however, it is – as a rule – only compatible with 

plastic labels. Among the characteristics of the film: It is compatible with 

coated papers and film, e.g. PET, PP and PE. They have outstanding 

wiping and scratch resistance as well as first rate solvent resistance. 

They are also heat resistant up to 180°C. They are best for all applications 

that call for high levels of printing quality and extremely high friction 

resistance, e.g. rating and type labels, labels for chemical products as 

well as those exposed to very high temperatures. All cartridge qualities 

are available in a variety of colors, such as yellow, blue, green, red or 

orange. If other colors are required, they can be made to order, however, 

these processes are usually based on large volume minimum orders. 

As a rule, thermal transfer film is not available at budget prices, but it 

does meet extremely high standards and usually handles all of these 

expectations without any problems.

Thermal Transfer Printing System 
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Our system technology department developed a fully automated labeling
system for batteries for a renowned automotive supplier.

The machine solution delivered is a 
fully automated labeling system for 
automotive batteries. Several labeling 
stations place multiple identifications 
on the product featuring individual po-
sitions in a single run. The unmarked 
batteries are fed into the labeling sys-
tem straight from the production line. 
The tested batteries leave the labeling 
system in their ready for retail  conditi-
on, bearing the company logo, safety 
warnings and type identification. One 
station is used as the print and app-
ly unit, which applies the up-to-date 
production data from the connected 
database to the batteries. A scanner 
station that verifies the DMXC code 
is also included. Batteries that have 
incorrect codes or codes that do not 
match the default code of the central 
computer, are separated from the 
batch. A battery separation unit with a 
pneumatic separation device and buf-
fer table ensures that the batteries are 
safely transported out of the machine. 
If workers fail to remove the separated 
batteries and the table is completely 
filled, the system stops until the buffer 
table has been cleared. Every labeling 

station is actuated by a micro compu-
ter control that has been specifically 
developed for Wölco. Among the nu-
merous product feature highlights are 
simultaneous label dispensing to line 
speed via turn controllers and CAN 
bus networking. Our Systems Tech-
nology Group has been developing 
special machines for labeling soluti-
ons for over 10 years. They are engi-
neered and sold as well as serviced 
by in-house teams. Customized solu-
tions and concise knowledge of each 
customer’s needs as well as consis-
tently expeditious response times are 
only some of the strong points offered 
by Wölco in this segment.   

Ideal for the concise labeling  
of large quantities 

The dispenser stations can be modi-
fied to the respective customer spe-
cification using a hot stamping device 
option. The base of the entire system 
is a rigid machine frame made from 
aluminum. The transportation system, 
all covers and screw connections are 
made of V4A. The dispensing stations 

are positioned securely and quickly in 
the X-direction using an electric spool 
drive. In the Y-direction,  the adjust-
ment is accomplished manually with 
the assistance of easy moving spools. 
This system is an ideal solution for 
the precise identification marking of 
massive quantities in a through put 
process. Of course it can be used for 
more than just battery markings, as 
described in the example. Because the 
system can handle product sizes of a 
max. of 330 x 410 x 370 mm (WLH), it 
is ideal for multi-functional uses.

Battery identification with error detection

Identification in seconds

SYSTEMS TECHNOLOGY 
 

Our Systems Technology Group pre-
sents the Lupino HS-120 – a semi-au-
tomatic label dispenser of the latest 
generation. It will dispense all standard 
adhesive labels quickly and easily. The 
shape of the labels does not matter 
much. They can be pre-cut, with or wi-
thout clearance in between. If you are 
processing round or oval shapes, the 
label sensor is simply moved sideways 
up to the front edge of the label. The 
HS-120 dispenses labels with a width 

Electronic label dispensing in new dimensions

In-house development is a BIG DEAL  
of up to 120 mm. Depending on the 
operating mode, the next label is au-
tomatically made available after a label 
has been lifted off or the switch has 
been activated. The integrated coun-
ter determines how many labels have  
been dispensed. The powerful spooling 
motor processes rolls with diameters 
of up to 260 mm. The entire unit was 
developed in house. The availability of 
spare parts, parts lists and CAD data is 
guaranteed for many years.
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Technical Product Information:

It‘s not all about print and color

Adhesive tape creates strong bonds
In keeping with our slogan “We are able to label”, Wölco does not only offer film for identification labels, but also double-sided 
self-adhesive tape. Adhesion has become a major industrial production process along with traditional bonding processes such 
as screw connections, welding, riveting and clamping. Adhesion technology conquers new application areas every day.

Double-sided self adhesive tape is 
used to secure carpeting, affix photos 
placed into albums or mount towel hol-
ders in the bathroom. It is truly amazing 
how many applications double-sided 
self-adhesive tape has today:  in sales 
& marketing it is used to put together 
product literature; in manufacturing 
it keeps circuit boards in their proper 
positions, while automakers have long 
gone beyond using them to affix deco-
rative panels to their cars. The products 
are as versatile as their applications. It 
is therefore important to know which 
type of self-adhesive double-sided tape 
best bonds to which materials. Hardly 
any double-sided tape will work equally 
well on cardboard, metal, paint, wood, 
glass and ceramics. A narrow and thin 
double-sided self-adhesive tape mate-
rial is excellent for working with paper 
– for instance to glue photos into an 
album. However, this kind of tape is 
not at all suitable for many other appli-
cations. When choosing tape, make 
sure that you evaluate the purpose of 

use precisely and that the tape you are 
planning to use meets these require-
ments. Just to name a few, these might 
include: temperature and weather 
resistance, bonding strength and sol-
vent resistance. Wölco offers a wide 
selection of adhesive tapes. For some 
applications, we have adhesive tape 
that has very special properties related 
to the adhesion itself. In many of our 
different double-sided self-adhesive 
tapes, we have integrated film or foam 
as a carrier medium. These 
inserted layers stabilize the 
usage process; the incre-
ased overall strength may 
also deliver the required 
sealing function. Besi-
des thicker adhesive tape, 
manufacturers increasingly 
opt for thinner versions, as 
the general trend is favo-
ring ever smaller and slim-
mer products. Our product 
3001 0000 - Polymatic Duo 
12 for instance, is an excel-

3001 00 00

product 

specificationproduct 

specification Polymatic Duo 12
Wölco AG

Innovative Produktkennzeichnung

Waldstraße 15 • D-71139 Ehningen

Woelco Labeling Solutions, Inc

Mooresville, NC 28117  (USA)P.O. Box 3305

material-no.

description

material:

Transparent polyester film coated with adhesive 1 and adhesive 2 

Film thickness: approx. 12 µm

Film thickness incl. adhesive: approx. 75 µm

adhesive:

adhesive 1: permanent adhesive based on poly-acrylics

thickness: approx. 26 µm

adhesive 2: permanent adhesive based on poly-acrylics

thickness: approx. 37 µm

liner:

Liner to adhesive 1: one side siliconized Glassine, white

            
            

        material thickness: approx.56 µm

Liner to adhesive 2: one side siliconized polyester film, clear

            
            

        material thickness: approx.30 µm

description: This is a clear polyester film coated on both sides with adhesive. The adhesives are based on 

poly-acrylics. The adhesives are characterized by a high initial tack and shows excellent 

adhesion on a wide variety of subtrates.

adhesion:

adhesive 1 - stainless steel: > 13 N/25mm (tested according FTM1*)

            
         expected shear: > 25 h (tested according to FTM 8*)          

     

adhesive 2 - stainless steel: > 12 N/25mm (tested according FTM1*)

            
        acrylic: > 17 N/25mm (tested according FTM1*)

            
        expected shear: > 10 h (tested according to FTM 8*)

service temperature:
-40°C (-40 F) bis +150° C (302 F)

min. application temp.:
Approx. 5°C (41 F)

miscellaneous:
n/a

miscellaneous:
The double-sided adhesive tape is equipped with different liner materials to the distinction.

resistance:

printability:

characteristics:

construction material

use requirements:
Please note our information of handling instructions for self-adhesive products.

produced by FS on 22. Feb. 07

approved by HL on 23. Feb. 07

liability - suitability

This information is based on present experience and is non-binding. Only the user knows the special conditions, under which the 

product is used. Please check data using your own test methods. In general we guarantee the performance of this material

for 2 years, storage under FINAT-standard specifications (21°C ±2°C, 50% r.H. ±5% r.H.)

(* FTM - FINAT testing for self-adhesive labels [FINAT = world wide association for self-adhesive labels and related products] )
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lent solution for the bonding of plas-
tics with metal. Thanks to our modern 
machine equipment and know-how 
in die-cutting technology, we are in a 
position to manufacture even compli-
cated products in such a manner that 
they are ultimately easy to process. 
The modified shape of the carrier 
material makes it easy to touch it after 
the adhesive film on the product has 
been used – go ahead and try it on the 
sample label enclosed below.

INNOVATIVE PRODUCTS

double-sided adhesive tape

PET-film

Adhesive 2

Liner 2

Structure and elements of double-sided adhesive PET-Tape

Adhesive 1

Liner 1

metal

plastic


